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HM1.07229 072 X X X 1

HM1.08031 072 X X X 2

HM1.28631 072 X X X X 2

HM1.08432 072 X X X X X 2

HM1.07429 072 X X X 1

HM1.08231 072 X X X 2

HM1.07329 073 X X X 1

HM1.08131 073 X X X 2

HM1.21831 073 X X X X 2

HM1.07730 073 X X X X X 1

HM1.08532 073 X X X X X 2

HM1.07529 073 X X X 1

HM1.08331 073 X X X 2

HM1.08732 073 X X X X X 2
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Light beam pattern

Illumination of 1 lux is sufficient light to read a newspaper

driving light

fog light
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IjAByqDIMENSIONS Ij

Mounting: factory prepared places, built-in to vehicle’s recess,
as a freestanding on the body work. They can be installed in an
upright or upside down position.
The products of series HM1 have been replaced by HM2 line, of-
fering better IP rating.
It is possible to install needed connectors on wire (on request).
Useful parts while installing:
AMP SuperSeal 1,5 plug 2-pin - cat. No. A.07137
deutsch plug DT06-2S 2-pin - cat. No. A.07135

IjAByq/ADDITIONAL INFORMATION Ij/

138x78x60
fog light, driving
B, HR
-, 12.5
H3
70W
12V-24V DC
standard
IP54
plastic
black
glass
clear, amber
M8
-
blister pack

dimensions:
light functions:

function markings:
reference mark:
source of light:

maximum power:
nominal voltage:

optics:
IP rating:

housing’s material:
housing’s colour:

lens’ material:
lens’ colour:
mounting:

built-in connectors:
other (optional):

TECHNICAL DATA / FEATURES Ij/ IjAByq/


